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Zappmat® is both strong and lightweight, these interlocking mats are perfect for
Pedestrian Walkway & Light Duty Roadway.

Zappmat® is a plastic mat pedestrian walkway and light
duty temporary roadway. Manufactured from tough, 
virgin, high density polyethylene (HDPE) which is 100%
recyclable, Zappmat® mats are of superior panel rigidity 
and strength due to the unique virgin HDPE material
composition and manufacturing methods.

The engineered dual sided tread pattern surface design
provides unrivalled grip and dispels mud whilst vehicles
traverse. At less than 40kg per mat, and featuring hand
grips for easy movement means that no specialist
equipment is required and repositioning can be rapidly
executed.
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Maximises grip for
pedestrian footfall &

vehicles.

For walkways and roads 
for people, plant and

machinery.

Dual sided panel 
surface maximises 

grip.

Rated up to 
140 tonnes UDL.

Fast installation,
no skilled labour 

required.
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Find out more 
on the website
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NPMBSAR QNCAGDGA?RGML
Material:                         Virgin High Density Polyethylene (HDPE) 

HMA014 is a UV stabilised HDPE grade
with excellent dimensional stability, high
stiffness and high impact strength. 100%
recyclable

Product size (WxDxH):   2440mm x 1220mm (2.4m x 1.2m) 

Thickness:                      12mm without tread / 18mm inc tread 

Product weight:             35kg

Surface:                          4mm vehicular tread pattern on one side,
2mm finer pedestrian tread pattern on
reverse

Colour:                            Ironstone Charcoal

QSGR?@JC DMP
Temporary Pedestrian Walkway

Temporary Lightweight Roadway

Ground Protection

Events, Festivals, Outdoor Exhibitions, Compounds, Car Parks

MNCP?RGLE AMLBGRGMLQ
Load Bearing                  140 tonnes UDL (uniformly distributed
Capacity:                         load)* 

Installation time:           Approximately 15 minutes per 50m2

with standard connectors

*Dependent on ground conditions
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Provides secure access for light
weight plant, machinery &
vehicles over almost any ground

Hand grips for easy stacking,
transporting, off loading and
rapid repositioning


