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Platform Edge Protection 

Rev Date Comments Initial 

1.1 25/04/25 New issue DSW 

THIS DOCUMENT IS NOT CONTROLLED WHEN PRINTED 
 

Important Notes: 
 

 All installation work must be thoroughly planned before work commences on site to 
identify hazards and assess risk. 

 

These instructions form guidance for the operation and installation of Platform Edge 
Protection. Non-standard applications should be approved by a suitably qualified 

engineer. 
 

Ensure all personnel engaged in installation operations are properly briefed and 
adequately supervised by a competent person. 

IF IN ANY DOUBT SEEK FURTHER ADVICE: 

24 HOUR HELPLINE:  0370 240 2381 
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Introduction 

The Platform Edge Protection (PEP) system is a safety-approved solution that provides a secure working 

environment for personnel operating on railway station platforms. Designed to mitigate the risk of falls onto the 

track, the system ensures compliance with rail safety standards while being lightweight, durable, and easy to 

install. 

Technical Specification 

Platform Edge Protection 

Description Length (m) Diameter (mm) Width (mm) Weight (kg) 

GRP Post 1.0 50 - 3.0 

Aluminium Clamp 
0.26 (horizontal) 

0.55 (vertical) 
- - 5.0 

GRP Poles 3.0 48.5 - 2.0 

Double-sided Kick Board 2.5 - 110 5.0 

GRP Post 

Clips 

Upright 

Foot 

Clamp & 
Slider 

GRP Poles 

Double-sided Kick Board 

Constructed from glass-reinforced plastic (GRP), the system’s 

posts and poles offer significant advantages over traditional 

metallic alternatives.  

 

GRP is non-conductive, corrosion-resistant, and features high 

tensile strength and impact resistance, making it ideal for 

electrified rail environments where bonding is unnecessary. 

Pre-use Checks 

 Ensure all parts are in good condition and undamaged 

 Check the clamp is working properly and that the chain pin is in place. 

 Check that the rubbers gripping to the platform are secure top and bottom 

 Do not use any damaged parts 

 Report any faults to your site supervisor 
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Clamp Assembly 

 Safety Note: Extreme care and adequate precautions must be taken to prevent trapping fingers during 
assembly and installation. 

The upright post clamps should be spaced every 2.5 meters 

apart. Access track under safe system of work and place 

the clamp over the end of the platform, ensuring there is no 

clash with services or other obstructions. Operatives must 

ensure that the square stabiliser plate sits on top of the 

platform as far back as possible with no overhang. 

Slide the bottom side of the clamp into position so the 

clamp sits snug against the underside of the platform. Once 

in position, insert the pin (circled yellow) into the nearest 

hole under the sliding bar. Once the pin is in position, hand 

tighten the T bar (circled red) until the clamp is fitted tight 

and secure on the platform edge. Use a torque wrench to 

ensure a tightness of 9kN is achieved on each clamp. 

Fitting the Poles 

From a safe position on the platform, press the poles into 

the clips. Place the end of the pole into the clip and slide it 

along until it is in its final resting position: this will ensure 

there is no unnecessary strain placed upon the clip. The 

poles are 2.4m meters in length so should have an 

overhang of approximately 250mm either side of the post. 

Work your way along the platform until the required length 

of platform edge protection is in place. 

Fitting the Kick Plates 

Starting at one end, slide the first kick plates into the 

slot ensuring the edge of the kick plate sits in between 

the two slots. Slide the next kick plate in using the 

male/female connectors and push into position. Work 

your way along the platform until the required length of 

kick plate is installed. 

Disassemble by reversing steps 2 to 4. 

Kick Plate sits between 
the 2 slots 


