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Platform to Platform Bridge 

Rev Date Comments Initial 

1.1 13/05/25 New issue DSW 

THIS DOCUMENT IS NOT CONTROLLED WHEN PRINTED 
 

Important Notes: 
 

 All installation work must be thoroughly planned before work commences on site to 
identify hazards and assess risk. 

 

These instructions form guidance for the operation and installation of Platform to Platform 
Bridges. Non-standard applications should be approved by a suitably qualified engineer. 

 
Ensure all personnel engaged in installation operations are properly briefed and 

adequately supervised by a competent person. 

IF IN ANY DOUBT SEEK FURTHER ADVICE: 

24 HOUR HELPLINE:  0370 240 2381 
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Introduction 

These lightweight aluminium bridges are the perfect solution for increasing site efficiency and safety. They span 

the entire width of the track allowing for a constant flow of foot traffic with a maximum of 350kg load capacity.  

 

Offering quick and easy Installation, two 4 metre sections are bolted together, with plates to form one 8 metre 

bridge. Uprights, posts and handrails complete the installation in a matter of minutes.  

 

 

Weights: Total weight of each span: ~40kg 

      Weight of entire bridge: ~100kg 

List of Components 

Pre-use Checks 

 Ensure all parts are in good condition and undamaged 

 Report any faults to your site supervisor 

 Check that the surface on which the platform to platform bridge and edge protection is to be used can 
support the system 

 Be aware of any platform cables, moving machinery or other obstructions 

Each complete bridge includes the following components:  
 
2 x 4m long 900mm wide bridge sections  

1 x Load bearing horse  

4 x scaffold feet to line and level the horse  

12 x 1m high upright posts to accommodate the handrail  

20 lengths of 48mm round handrails/poles  

Installation 

Step 1:  
 
Once a safe system of work has been briefed and is in place:  
 
1. Gain access to the track through the safe access point.  
 
2. Place 4 scaffold feet into the base of the load bearing horse. 
 
3. Adjust to the required height to accommodate the bridge at platform level. 
  
4. Ensure all feet are on stable ground.  

Step 2:  
 

Standing on the platform at a safe distance from the platform edge, place the 

uprights (circled yellow) into the square holes on the side of the bridge with the 

clips (circled red) facing inwards.  

 Safety Note: Extreme care and adequate precautions must be taken to prevent trapping fingers 
during assembly and installation. 
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Step 3:  
 
Insert the poles into the clips from the inside 

pushing to secure in an outward direction.  

 

Note: These will need to be overlapped to 

accommodate the safety of the workers using the 

bridge throughout its entire length.  

Step 4:  
 
2 operatives access the track while another 2 remain on 

the platform and manoeuvre the bridge into position so 

that the L section, or inside section of the bridge, locates 

in the slot on top of the horse.  

Installation cont... 

Step 5:  
 
The same is repeated for the opposite side until the 
bridge meets in the middle.  
 
The last 4 x poles will have then need to be installed.  
 
 
 

Reverse the above procedure to uninstall. 

Note: A minimum of 4 workers should perform the lift, however 6 is the preferred number 
in order to handle any slips that may occur while the bridge is being positioned. 

Note: Platform to Platform Bridges are fully compatible with TPA Rapid Rail’s Platform Edge 

Protection and Platform Access Steps to provide a comprehensive safety solution. 


